In this paper, the magnetohydrodynamic (MHD) axisymmetric stagnation-point flow of an unsteady and electrically conducting incompressible viscous fluid in with temperature dependent thermal conductivity, thermal radiation and Navier slip is investigated. The flow is due to a shrinking surface that is shrunk axisymmetrically in its own plane with a linear velocity. The magnetic field is imposed normally to the sheet. The model equations that describe this fluid flow are solved by using the spectral relaxation method. Here, heat transfer processes are discussed for two different types of wall heating; (a) a prescribed surface temperature and (b) a prescribed surface heat flux. We discuss and evaluate how the various parameters affect the fluid flow, heat transfer and the temperature field with the aid of different graphical presentations and tabulated results.
Introduction
The study of an unsteady fluid flow toward a stretching/shrinking sheet has great importance due to its various applications in science and engineering. Some often given examples in this regard include metal rolling, drawing and pultrusion. Heat transfer in such flows with both constant and variable wall temperature was investigated by Gupta and Gupta [1] and also investigated by Carragher and Crane [2] . Work on unsteady MHD flow with ramped wall temperature has been done by Khan et al. [3] , Samiulhaq [4] and Khalid [5] . Wang [6] investigated the steady flow through a flat surface of a viscous fluid which is stretched in its own plane in two perpendicular directions. MHD free convection of unsteady flow in a porous medium with Newtonian heating and constant mass diffusion was studied by Hussanan [7] . Pavlov [8] studied exact similarity solution of the steady two-dimensional boundary layer flow equations in presence of magnetic field of an electrically conducting fluid due to the stretching of an elastic surface in the presence of a uniform transverse magnetic field. Mabood et al. [9] solved the differential equations of the model flow and heat transfer in an axisymmetric channel using the optimal homotopy asymptotic method. Homann [10] studied three dimensional axisymmetric stagnation-point flow using a similarity transform for reducing the Navier-Stokes equations to third order ordinary differential equations.
Chiam [11] investigated steady axisymmetric stagnation-point flow of a viscous fluid over an axisymetrically stretched surface. Mahapatra and Gupta [12] examined axisymmetric stagnation-point flow of an incompressible viscous fluid towards a stretching surface. Axisymmetric stagnation-point flow in presence of a uniform magnetic field towards a stretching surface with heat generation was investigated by Attia [13] .
Considerable interest has been shown on the boundary layer flow over a shrinking sheet in recent years. Some of the applications of the shrinking sheet problem in industry relate to the shrinking film that is can be unwrapped easily with adequate heat and used in the packaging of bulk products. The shrinking fluid flow study, which is essentially a backward flow, can also be applied to the study of hydraulic properties of agricultural clay soils, capillary effects in the shrinking-swell behaviour and small pores. The related changes in mechanical and hydraulic studies of such soils have a significant impact on the behaviour and the transport properties of the fluid. The fluid loses the memory of the perturbation produced by the slot for this backward flow configuration. Due this reason, the fluid flow due to a shrinking sheet has some quite distinct physical characteristics compared to the forward stretching case.
Miklavcic and Wang [14] studied axisymmetric flow with uniform suction induced by a shrinking surface. Wang [15] examined heat transfer from a shrinking sheet due to a steady twodimensional axisymmetric stagnation-point flow. Qasim et al. [16] examined heat transfer in the case of a micropolar fluid through a stretching sheet with Newtonian heating. Recently, Mahapatra and Nanday [17] studied heat transfer in an axisymmetric stagnation-point flow in the presence of a magnetic field. Qayyum et al. [18] presented an analysis of unsteady axisymmetric squeezing fluid flow with slip boundary conditions through a porous channel. Some recent studies of boundary layer flow in presence of a magnetic field include those of Mabood and his group [19] [20] [21] . For the case of a nonlinearly stretching sheet, we note the work of Khan et al. [22] .
In this paper, we generalize the study of MHD fluid flow with an unsteady conditions through a shrinking sheet including a temperature dependent thermal conductivity, radiation and a Navier slip condition. The surface with prescribed surface temperature (PST) and surface with prescribed wall heat flux (PHF) are considered as two examples of non-isothermal boundary conditions.
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denotes stretching rate). Here the sheet shrinkage is along the negative x-axis. Note that the stretching axis and the point flow are not always aligned (that is, l 6 ¼ 0).
The velocity components in the ambient region are given by
where a (> 0) is a constant that is a measure of the strength of the stagnation-point flow and λ quantifies the unsteadiness of the problem. For a decelerating shrinking sheet λ < 0 whereas for an accelerating sheet λ > 0. The magnetic field B 0 is imposed in the normal direction to the surface i.e., parallel to z-axis.
The continuity and momentum equations are (Bansal [23] )
The pressure gradient in the free stream can be obtained from Eq (2) as
so that Eq (2) becomes
The appropriate boundary conditions with velocity partial slip are given by (see Jat and Rajotia [24] );
where a(> 0) is a constant. For the u-component boundary condition, we have assumed a velocity slip. This is proportional to local shear stress with slip factor 
is valid for time t < λ −1 .
We introduce the following similarity transformations to transform the govering equations
where
and differentiation is with respect to η. Eqs (8) and (1) is identically satisfied. Substituting Eqs (8) and (9) in Eq (4) and equating the coefficients of x 0 and x 1 , we obtain the coupled non-linear differential equations
where B ¼ B 0 ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi ð1 À ltÞ p . In Eqs (10) and (11), β = (λ/a) and M = (σB 2 /aρ) 1/2 are respectively the unsteadiness parameter and the magnetic parameter characterizing the strength of the imposed magnetic field.
The appropriate boundary conditions are obtained from Eqs (5) and (6) as
is the dimensionless velocity slip parameter and α = (c/a) is the velocity ratio parameter. It is worth mentioning that the non-dimensional velocity slip parameter (δ) is always positive. The non-dimensional velocity components is be introduced from the Eq (8) as
The dimensionless wall shear stress τ is then given by
Heat transfer
The unsteady heat equation for a fluid with viscous and ohmic heating and variable thermal conductivity is given by (see Chiam [25] )
whereκ(T), c p and q r are the temperature dependent thermal conductivity, the specific heat at constant pressure and the radiative heat flux of the fluid, respectively. The second term on the right hand side of Eq (18) represents the viscous dissipation in the flow; the third term stands for the dissipation of the magnetic energy in the form of Joule heating (Shercliff [26] ) while the last term is due to the thermal radiation. Here, the temperature dependent thermal conductivity is written in the form (see Chiam [25] )
where κ 1 denotes the conductivity of the fluid away from the surface, ΔT = T w − T 1 , T 1 and T w are free stream temperature and the sheet temperature. is a small parameter. Substituting Eq (19) into Eq (18), gives
where the radiation heat flux q r is defined as
where k Ã is the Rosseland mean absorption coefficient and σ Ã is denoted as the Stefan-Boltzmann constant. Here, Taylor series expansion is used to expand the temperature variation T 4 about T 1 , and on neglecting higher order terms we obtain,
The thermal boundary conditions may vary depending on the different types of heating processes under consideration. In this study, prescribed surface temperature and prescribed wall heat flux conditions are considered as two different examples of heating processes.
Case 1: Prescribed Surface Temperature (PST)
We assume that the prescribed wall temperature is a quadratic function in x (see Mahapatra and Nanday [17] ) given by,
where A is a constant, T w is the variable wall temperature and l 1 is a reference length. The dimensionless temperature θ is defined as
Substituting Eqs (23) and (25) into Eq (22), we get
where N r ,E c and P r denote the radiation parameter, Eckert and Prandtl numbers, respectively. We defined these physical parameters as follows:
with boundary conditions
Case 2: Prescribed Wall Heat Flux (PHF)
The heat flux q w at the surface is assumed to vary as the square of the distance as follows (see Mahapatra and Nanday [17] ):
where D is a constant. Here we set
. Eq (32) has exactly the same form as Eq (26) but with a different first boundary condition.
Method of Solution
Eqs (10), (11) and (26) were solved using the successive relaxation method (SRM), Motsa [27] . The SRM is an iterative procedure that works in a similar fashion to the Gauss-Seidel method for algebraic equations. In this case the technique is used to linearize and decouple a system of differential equations. Further details of the rules of the SRM can be found in [28, 29] . The linear terms in each equation are evaluated at the current iteration level r + 1 and the non-linear terms are known from the previous iteration level r. The linearized form of Eqs (10), (11) and (26) are
It must be noted that Eqs (34)-(36) are linear and decoupled and can thus be solved sequentially to obtain the quantities f(η), h(η) and θ(η). We opted in this study to use the Chebyshev spectral collocation method to discretize in η and finite differences with central differencing to discretize in ξ. Starting from initial guesses f 0 (η), θ 0 (η) and ϕ 0 (η), Eqs (34)-(36) were solved iteratively until the approximate solutions converged to within a certain prescribed tolerance level.
Similarly, for the PHF case, Eqs (10), (11) and (32) take the form
where 5
Results and Discussion
The analysis of the results presented here relate to a decelerating shrinking sheet only (i.e., β 0) following Fang et al. [30] , Rohini et al. [31] and Nandy et al. [32] . We have compared the local skin friction coefficients f 00 (0) and h 0 (0) for various values of the parameter α with previously published data (Wang [15] , Rahimpour et al. [33] and Mahapatra and Nandy [17] ). The comparisons are shown in Table 1 where we observe an very good agreement to the results in the literature thus validating the current numerical results. The phenomena of heat transfer is studied with respect to the numerical values of the physical parameters namely, (a) the wall temperature gradient j−θ 0 (0)j in the PST case and (b) the wall temperature jg(0)j in the PHF case. Tables 2 and 3 show that the wall temperature gradient j−θ 0 (0)j in the PST case and the wall temperature jg(0)j in the PHF case increases with increasing M when α and are fixed. The temperature gradient in the PST case and the wall temperature in the PHF case decrease with increases in the thermal conductivity parameter . We also observe that j−θ 0 (0)j and j g(0) j decrease as α increases in both the PST and the PHF cases. (14) and (15) have unique solutions when α ! −1 and no similarity solution exists for α < −1. It is observed that the similarity solution exists up to a critical value α = α c (< 0), (say) beyond which a solution based on the boundary layer approximations does not exist as the boundary layer separates from the surface. From a physical point of view, a steady solution is not possible unless additional fluid from the stagnation-point is added to the free stream. A steady solution is possible only when ratio of the free stream velocity and shrinking velocity is less than a certain numerical value which again depends on the magnetic field parameter (M). The results show that when M increases, the range of α where similarity solutions exist gradually increases. When α = 1, we find that f 00 (0) = 0 because f(η) = η is the solution of Eq (14) subject to the boundary conditions Eq (16). The results show that when f 00 (0) ! 0, for a given value of α, f 00 (0) increases with M. For a shrinking surface, the h 0 (0) orbits intersect the α-axis but this is not the case for flow over a stretching sheet. For a given value of M, the size of h 0 (0) decreases with increases in jαj. Also, for any given α, jh 0 (0)j increases with M.
We note that for a stretching sheet α is positive and for a shrinking sheet α is negative while α = 0 represents Hiemenz flow. Figs 3 and 4 show the effect of α on the vertical velocity components f 0 (η) and h(η). We observe that f 0 (η) increases with increases in α while the value of h(η) decreases with increases in the values of α. Fig 5 displays the effect of α on the temperature profiles θ(η) (for PST case). Here the temperature profiles decrease with an increase in α. Figs 6 and 7 show the effect of M on f 0 (η) and non-alignment variable h(η) with respect to η, respectively. It is clear that f 0 (η) increases with increasing values of the magnetic parameter M and h(η) decreases with M. We can conclude from the above results is that for shrinking sheet, the effect of non-alignment becomes less pronounced with increasing M. show that the temperature profiles decrease monotonically with an increase in the magnetic parameter in both the PST and the PHF cases, respectively. The extent of the reverse circular flow above the sheet decreases with increases in M. This is a consequence of the fact that the temperature field given by Eq (18) is influenced by the advection of the fluid velocity above the sheet. Figs 10 and 11 exhibit the temperature profiles for different values of thermal conductivity parameter where the other parameters are fixed for both the PST and PHF cases, respectively. The temperature profiles increase with an increase in the thermal conductivity parameter due to increases in the thermal boundary layer thickness in both the PST and PHF cases.
Figs 12 and 13 depict the horizontal velocity profiles f 0 (η) and h(η) for different values of the unsteadiness parameter β in the presence of slip at the boundary, respectively. The velocity f 0 (η) decreases with an increase in the unsteadiness parameter β and this implies an accompanying reduction in the thickness of the momentum boundary layer while the opposite trend is observed with h(η). We observe that as β increases, the axial boundary layer velocity decreases.
In the vicinity of the sheet, the axial fluid velocity decreases while the trend is reversed in the free stream. The parameter β has the effect of reducing the momentum boundary layer thickness for f 0 (η) while enhancing the boundary layer thickness of h(η) We observe that the wall heat transfer rate increases with increasing β, M and δ. The maximum value of the dimensionless wall heat transfer rates is achieved for large values of β.
Conclusion
An unsteady MHD axisymmetric stagnation-point flow over a shrinking sheet with temperature dependent thermal conductivity and thermal radiation and a Navier slip was investigated in this paper. The surface was assumed to shrink axisymmetrically in its own plane and the flow was permeated by a uniform magnetic field normal to the surface. The temperature profiles in the two cases of prescribed wall temperature and prescribed surface heat flux was shown to increase with the thermal radiation parameter, which in turn increases the thermal boundary layer thickness for both PST and PHF cases. This may be due to the fact that an decreases with the magnetic parameter. It can be concluded that for a shrinking sheet, the effect of non-alignment becomes less pronounced with enhanced magnetic parameter values. When slip occurs, the flow velocity near the sheet is no longer equal to the shrinking velocity at the sheet. Then with an increase in δ such slip velocity increases and consequently fluid velocity decreases for h(η) under the slip condition at the boundary.
